
HVAC Survey Findings:
(Includes Air Conditioning/Fireplace(s)/Stove(s) and  
Chimney(s), if present)

Within the limits of visibility, heating equipment, normal operating 
controls, automatic safety controls, related chimneys, flues, & 
vents were observed.  If present and visible, fans, pumps, piping, 
supports, dampers, related insulation, registers, radiators, fan 
coil units or convectors were observed.  The inspector looked for 
the presence of installed heat and cooling sources for each 
room.
If installed, the fireplace(s) and parts of any chimney(s) were 
observed.
Significant visible deficiencies or potential concerns, if any, are 
reported below.
Heating/air conditioning/fireplace systems or components, if 
present, are indicated by type or described in the components 
section.

[R]  2320.10:  Oil tank may be leaking,  Oil found in catch 
basin.  Recommend review by licensed contractor to 
determine cause and remedy. 
  It is recommended that the finding be reviewed, and 
corrected as needed, by a qualified licensed contractor 
before purchasing the property.
See series 2320.10 photo(s)

[R]  2440:  Review and service by qualified HVAC contractor 
advised (correct as needed).

See series 2440 photo(s)

HVAC / Fireplace / Stove Components:

The following is a list of components, systems, and applications 
noted during the inspection.  This is a very important part of the 
inspection report.  Some components and some applications 
require additional maintenance and consideration.  The survey of 
some components is limited. Some component information 
contains disclosures.
Where the general condition of a component or system is 
indicated, reference is to the visible and/or active components 
only.
Read all narratives in the Uniform Building Inspectio n 
Report™ Reference Manual, referenced by item number, 
before purchasing the property.

HEATING EQUIPMENT LOCATION(S):
Heating equipment #1 is located in the basement.

HEATING SYSTEM(S):
21b     Oil heating:  If not presently installed, the installation 
of a carbon monoxide (CO) detector in each sleeping room 
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is highly recommended.
21m(1) Self igniting pilot light
21n     Visually restricted heat exchanger

HEATING EQUIPMENT THERMOSTATS / OPERATING 
CONTROLS / ZONING
22a     Set-back thermostat(s)

APPROXIMATE AMBIENT TEMPERATURE AND 
TEMPERATURE DIFFERENTIAL TEST RESULTS, IF 
TAKEN:
Outside temp. = 53
Temperature differential not taken

COOLING / VENTILATION SYSTEM(S):
No cooling system noted

FIREPLACE(S), STOVE(S):
23a(1) Prefab wood burning fireplace
23d(1) Gas log in wood burning fireplace

CHIMNEY, VENT SYSTEM(S):
23j (1) Masonry chimney
23j (2) Metal chimney

CHIMNEY INTERIOR REVIEW METHOD(S):
23k(4) From inside firebox.
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Plumbing Survey Findings:

The hot water systems, visible sections of interior water supply 
and distribution systems, including pipes, supports, and 
insulation, and functional flow (if water was on) were observed.
All water handling fixtures, faucets & valves, interior drain 
systems including waste & vent systems, functional drainage (if 
water was on) and sump pumps (if installed) were observed.
(Drains to clothes washers, roofs, floors, and decks were not 
tested.)
If present, interior and exterior fuel storage & distribution systems 
were observed.
The inspector did inspect for visible evidence of leaks and cross 
connections.
The clothes dryer venting system was also visibly examined, if 
accessible, though not tested (unless so stated).
Significant visible deficiencies or potential concerns, if any, are 
reported below.
Visible plumbing systems or components are indicated by type or 
described in the components section.  

[R]  4600.11:  Bathroom tub leaks as seen from crawl space. 
Plumbing vent missing  
  It is recommended that the finding be reviewed, and 
corrected as needed, by a qualified licensed contractor 
before purchasing the property.
See series 4600.11 photo(s)

[R]  4905:  Extractor pump not sealed.  
  It is recommended that the finding be reviewed, and 
corrected as needed, by a qualified licensed contractor 
before purchasing the property.
See series 4905 photo(s)

Plumbing Components & Applications:

The following is a list of components, systems, and applications 
noted during the inspection.  This is a very important part of the 
inspection report.  Some components and some applications 
require additional maintenance and consideration.  The survey of 
some components is limited. Some component information 
contains disclosures.
Where the general condition of a component or system is 
indicated, reference is to the visible and/or active components 
only.
Read all narratives in the Uniform Building Inspectio n 
Report™ Reference Manual, referenced by item number, 
before purchasing the property.

MAIN WATER SOURCE, SHUTOFF LOCATION, VACUUM 
BREAKERS AND ANTI-SIPHON DEVICES:
45a     Main water valve located at the meter only.
45f      Water supply approximate size: 1"
42a     Municipal water supply indicated
45c     Spade type main water valve installed
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FUNCTIONAL FLOW AND FUNCTIONAL DRAINAGE:
47a     Functional water flow tested
47b     Functional drainage tested

PRIMARY INTERIOR HEATING ENERGY SOURCE AND 
SHUTOFF LOCATION:
44b     LPG (liquid petroleum gas)
LPG shutoff valve located 

WATER HEATER(S):
43a(2) Electric water heater(s)

WATER HEATER AUTOMATIC SAFETY CONTROL 
DEVICE(S) OBSERVED:

WATER HEATER LOCATION(S), APPROXIMATE AGE(S) 
AND SIZE(S):
Water Heater #1 is located in the laundry room.
The approximate age of this water heater is 5 to 10 years.
Its approximate size is 60 gals.

APPLIANCE VENT TYPES AND CONDITION:
41a(1) Sheet-metal appliance vents

LAUNDRY FACILITIES AND VENTING:
40a     Washer connections
40b     Electric dryer connections
40k     Dryer vent terminates at vertical exterior wall

INTERIOR WATER SUPPLY AND DISTRIBUTION PIPING:
41c     Copper/brass water lines visible
41d     Galvanized water lines visible

FUEL DISTRIBUTION PIPING AND SUPPORTS:
41f (2) Copper gas/oil lines visible
(Note: Some municipalities do not allow copper gas lines.  
You are advised to contact the local gas supplier for 
information regarding the use of copper pipe in gas lines.)

WASTE AND VENT PIPING SYSTEM:
41n     Cast iron drain lines visible
41p     Galvanized drain lines visible
41q     Plastic drain lines visible
           41q(1)  Acrylonitrilebutadiene-styrene (ABS)

SEWAGE DISPOSAL:
46a     It is believed the sewer is connected to municipal 
lines.  This is not verified by the inspector.  You are advised 
to verify the connection with the proper authorities.
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Electrical Survey Findings:

Where visible and if installed, the service entrance conductors, 
service equipment, main over-current device, main & distribution 
panels, grounding equipment, amperage and voltage ratings, 
branch circuit conductors, including the presence of aluminum 
conductors, their overcurrent devices, and the compatibility of the 
ampacities and voltages were observed.
A representative number of lighting fixtures, switches, and 
receptacles (if power was on) were observed with respect to their 
operation, polarity and grounding, on the interior, within 6 feet of 
plumbing fixtures, in attached garages, carports, and on the 
exterior.
All accessible ground fault circuit interrupters and arc fault circuit 
interrupters (if power was on) were tested with the installed test 
button.
Significant visible deficiencies or potential concerns, if any, are 
reported below.
Visible electrical systems or components are indicated by type, 
or described, in the Components Section.

[F]  5310.01:  Junction box cover plate missing. (North 
fireplace)

See series 5310.01 photo(s)

[F]  5360.01:  Wiring not secured.  Romex connectors 
needed in main panel.

See series 5360.01 photo(s)

[F]  5360.01:  Wiring not secured.  Recommend repair by 
electrical contractor advised.

See series 5360.01 photo(s)

[F]  5370.04:  Flexible cord hard wired.  (deck)  Recommend 
removing.

See series 5370.04 photo(s)

[F]  5490.02:  Review of entire electrical system by qualified 
licensed Electrical Contractor advised (correct as needed).
See series 5490.02 photo(s)

Electrical Components & Applications:

The following is a list of components, systems, and applications 
noted during the inspection.  This is a very important part of the 
inspection report.  Some components and some applications 
require additional maintenance and consideration.  The survey of 
some components is limited. Some component information 
contains disclosures.
Where the general condition of a component or system is 
indicated, reference is to the visible and/or active components 
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